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               Technical Data Sheet
1.  Comes in Matte and Gloss



7.    Safe for countertops    

2. Spray, roll, or micro-fiber application        

8.    Incredible resistance to oils,
3. Low VOC’s, Low Odor


     
       brake fluid, and Skydrol

4. Heavy Duty—forklift traffic and parking garages
               
9.    Very hard --incredible scratch resistance 
5. 100% UV Stable—Will not yellow


10.   No Hot Tire Pick-Up

6. Anti-graffiti
	Scale of performance
10=excellent

0=very poor
	Endurable Sealer

1 hour  performance
	Competitive Sealer # 1

1 hour performance
	Competitive Sealer # 2

1 hour performance
	Endurable Sealer
24 hour performance


	Competitive Sealer # 1

24 hour performance
	Competitive Sealer # 2

24 hour performance

	Water
	10
	7
	10
	10
	1
	4

	Water blush
	10
	8
	9
	10
	2
	3

	Vinegar
	10
	6
	7
	10
	0
	0

	Bleach
	10
	5
	7
	10
	1
	2

	Lemon Juice
	10
	9
	9
	10
	4
	6

	Mustard
	10
	6
	8
	10
	1
	2

	Olive Oil
	10
	5
	8
	10
	0
	2

	Cola
	10
	7
	6
	10
	1
	1

	Brake Fluid
	10
	8
	8
	9
	0
	0


Application instructions:  Apply to dry, porous concrete.  Mix Component 1 with Component 2, then mix with twice as much water as components.  Use a mixing drill and paddle or a paint stir stick.  Pot life is 45 to 90 minutes on matte and 90 to 180 minutes on gloss.  Do Not apply 2nd coat until 1st coat is completely dry.
Endurable Sealer may be applied via pump sprayer with a conical tip that sprays at .05 to 1.5 gpm at 40 psi, airless sprayer, micro-fiber applicator, or roller.  When applying over stain, it is recommended to spray the first coat to avoid movement of color residue.  Second coat MUST be applied via microfiber T-Bar applicator or 3/16” nap roller.  Coverage rates are typically between 300 and 500 square feet per gallon per coat depending on porosity of surface.  Subsequent coats or low porosity surfaces may yield higher coverage rates of 500-800 square feet per gallon.  Do not over apply.  Before application of sealer, make sure surface is free from dirt, oils, previous sealers, etc.  It must be applied in thin coats.  Two coats are usually sufficient, but applicator must determine the specific need.  
Sealer should be applied between 40 and 90 degrees Fahrenheit.  After applying the first coat, wait until the sealer is dry to the touch, usually 45 to 180 minutes for matte, 3-6 hours for gloss, depending on temperature and air flow, and then subsequent coats may be applied.  Subsequent coats typically take 3 to 8 hours to dry for matte and 6 to 24 hours for gloss depending on temperature and air flow.  After application, tools may be cleaned using soap and water.  Light traffic is possible after 8-24 hours and heavy traffic is possible after 24-48 hours.  The sealer will gain strength over the next few days after application and will reach full cure after 7-10 days.  Avoid subjecting the sealer to freezing temperatures or moisture for 12-36 hours after application.  Make sure substrate is dry before application.  Endurable Concrete Stain may penetrate Endurable Sealer when mixed in acetone for the first few days after application.  Upon further curing, the stain cannot penetrate.  

Availability:
Endurable Sealer is available in 1 gallon and 9 gallon concentrates through retail distributors.

Shelf life and Limitations:   Kept from freezing and excessively hot conditions, the shelf life is a minimum of 1 year in original containers.  Concrete with moisture content higher than 5 lbs should not be sealed with this product.
Warnings:
Use with proper ventilation.  May cause eye and skin irritation.  If you experience headaches, dizziness, or watery eyes, you may wear a NIOSH TC-84 respirator during application. 
Warranty:  Evaluate whether this product is suitable for your intended application.  Conditions of product use are outside of our control and vary widely, the following is made in lieu of all express or implied warranties of merchantability.  Our only obligation and your only remedy is replacement of product, at the option of GG Innovative Products, Inc.  In no case will GG Innovative Products, Inc. be liable for any direct, indirect, special, incidental, or consequential damages including lost profits, goodwill, or business opportunity.  Emergency, medical, or spill control information:  Chemtrec  1-800-424-9300.  International 703-527-3887.
