GG ULTRA SEAL™
Application Instructions For 5 gallon concentrate

Before beginning, mask off all areas you do not wish to be stained; doors, walls, casings, etc.
Do not apply if surface has been subjected to water for 24 hours prior to application.  Floor must be completely dry.
Add concentrate to 4 gallons of acetone or lacquer thinner in a 5 gallon bucket.

Mix the contents thoroughly with a drill and mixing paddle for 2 minutes.

Apply with a pump sprayer for an even application.

Apply a thin coat. If the surface still appears thirsty after the initial coat, apply a second coat.

Make sure to apply consecutive coats after the first coat is completely dry.

Dry time is approximately 1 hour, depending on air flow and temperature.

Coverage rate is approximately 1500-2000 square feet per gallon depending on porosity of surface.
Easiest application is with a pump sprayer that is capable of handling solvents.  You may also apply with a roller if you do not wish to use a pump sprayer.  You may also use a cup gun.

Temperatures during application should be between 40° and 80° F. 

Protective gear should be worn when applying this product. Respirators are recommended, especially during interior applications.

Light foot traffic is possible after 1-2 hours.

Heavy foot traffic is possible after 12-24 hours.

Do not allow condensation, rain, or sprinklers for 24 hours prior to application.

DANGER FLAMMABLE LIQUID

Keep away from flame, heat, and sparks. Vapors can cause flash fire. Smoking is not allowed. Turn off pilot lights on stoves, heaters, and all other sources of ignition until all

vapors are gone. Open all windows and doors to allow for ventilation. Avoid all hot surfaces. Keep container closed when not in use.

KEEP OUT OF REACH OF CHILDREN. DO NOT SWALLOW.

Avoid contact with skin and eyes. If you experience watering eyes, dizziness, headaches, or if vapor levels are above applicable limits, wear a respirator during application.

Follow respirator manufacturer’s directions for use.

(Respirator should be NIOSH/MSHA TC 23C approved)

See MSDS Sheet available at

gginnovativeproducts.com

for additional information

EMERGENCY, MEDICAL OR SPILL CONTROL INFORMATION:

CHEMTREC 1-800-424-9300
Warranty:  1 year against manufacturer’s defect with replacement of product.  Failure to follow application instructions will void the warranty.
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