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INNOVATIVE PRODUCTS,




Technical Data Sheet

GG Ultra Seal is a concentrated clear sealer of the highest quality for protecting concrete and all cementitious base products.  It is diluted with lacquer thinner or acetone before use.  

It protects from staining, salts, oils, chemicals, water, and UV radiation.  It is recommended to apply in thin coats.  Slip resistant additives may be added to increase slip resistance.


GG Ultra Seal must be applied to concrete that has been dry for a recommended 24 hours or more.  


GG Ultra Seal is comprised of an acrylic copolymer and other proprietary components, including methylmethacrylate, to provide an extremely durable sealer that is also very versatile and repairable.  Due to the solvents used, you must check with local, state, and federal VOC laws before use.  It may not comply with air quality management regulations in VOC restricted states that restrict VOC content to less than 400 g/L.

GG Ultra Seal is available in 1 gallon and 5 gallon concentrates.  


Before application of sealer, make sure surface is free from dirt, oils, previous sealers, etc.  Coverage rates will vary depending on application methods and porosity of concrete, but user must determine the application needs.  Using a pump sprayer is typically the easiest and fastest way and will yield 300-400 square feet per gallon on the first coat and 400-600 square feet per gallon on the second coat.  Typically 2 light coats are sufficient, but if the surface still appears thirsty, it may take a third coat.

The shelf life is 1 year for unopened containers.


GG Ultra Seal should be used with adequate ventilation and a NIOSH/MSHA TC 23C approved respirator (especially when used in interior applications.)  Turn off all pilot lights and other sources of ignition.  Avoid contact with eyes and skin.  Protective gear should be worn.  KEEP OUT OF REACH OF CHILDREN.  DO NOT TAKE INTERNALLY.  Please see the MSDS sheet for more information.


It is highly recommended to do small test areas to achieve the look you desire.  


A pump sprayer is the most common application tool, or standard cup guns, but a clean lamb-wool roller may also be used.


Before beginning application, cover all areas you do not wish to be sprayed.  Apply thin even coats.  It should be applied on dry days and temperatures should not exceed 80 degrees to avoid vapor bubbles.  In hot areas of the country, it is recommended to apply in the morning or evening to avoid the heat of the day.  Never apply to surfaces that have moisture present that will interfere with penetration and bonding.  Consecutive coats may be applied once the first coat is completely dry---typically 30-45 minutes depending on temperature and air flow.  Exterior applications may dry much faster.

On interior applications, it is recommended to buff the surface with boar’s hair or white buff pads.


GG Ultra Seal is available through approved distributors.  Full cure is achieved in approximately 14 days.  

Important notice to purchaser:  You must evaluate and determine whether this product is suitable for your intended application.  Since conditions of product use are outside of our control and vary widely, the following is made in lieu of all express or implied warranties of merchantability.  Our only obligation and your only remedy is replacement of product, at the option of GG Innovative Products, Inc.  In no case will GG Innovative Products, Inc. be liable for any direct, indirect, special, incidental, or consequential damages including lost profits, goodwill, or business opportunity.
