GG Innovative Products, Inc.
MATERIAL SAFETY DATA SHEET

GG Ultra Seal™
Section 1 - PRODUCT AND COMPANY IDENTIFICATION

Product Name:  GG Ultra Seal™
Product Class:  Acrylate Copolymer – Polymeric Ester Solution
MSDS Prepared by:  GG Innovative Products, Inc.
Supplier:  GG Innovative Products, Inc.
Date Prepared:  11/16/2010
For emergency health, safety, and environmental information, call Chemtrec—800-424-9300 for North America.  
Section 2 - COMPOSITION INFORMATION ON INGREDIENTS
Chemical Identity




CAS Registry No.
Weight %

Toluene






108-88-3

<43%
Copolymer of Methyl Methacrylate and 2-Ethylheylacrylate

25265-15-0

<5%

Modified Co-Polymer





Proprietary

<10%
Acrylic Polymer





Proprietary

<42%
Section 3 - HAZARDOUS IDENTIFICATION
Inhalation:  No expected hazard when used in normal conditions.  Nausea, drowsiness, or loss of consciousness if exposure rate exceeds 1000ppm.
Ingestion:  Lung aspiration hazard.

Skin:  Slight skin irritation.  Exposure for extended periods of time could cause dermatitis.

Eyes:  Possible irritation.

HMIS® Hazard Ratings:

Health – 3*, Flammability – 3, Chemical Reactivity – 0
These ratings involve data interpretations that can vary amongst companies.  To deal adequately with the safe handling of this material, all the information contained in the MSDS must be considered.
Section 4 - FIRST-AID MEASURES
Inhalation:  Move to fresh air.  Treat symptomatically.  Get medical attention.

Eyes:  Immediately flush with plenty of water for at least 15 minutes.  If easy to do, remove contact lenses.  Get medical attention.  In case of irritation from airborne exposure, move to fresh air.  Get medical attention if symptoms persist.

Skin:  Wash with soap and water.  If skin irritation or an allergic skin reaction develops, get medical attention.  Remove contaminated clothing.  

Ingestion:  Do not induce vomiting due to possible danger of aspiration into lungs.  Seek immediate medical attention.
Section 5 - FIRE FIGHTING MEASURES
Use water spray, dry chemical, alcohol foam, all purpose AFFF, or carbon dioxide.  Fight fire from a safe distance after evacuating the area.  Spray structures in the immediate vicinity.

If a spill has not ignited, spray area with water and ventilate area immediately.
Firefighters must wear MSHA/NIOSH approved positive pressure breathing apparatus (SCBA) with a full face mask and full protective equipment.

Section 6 - ACCIDENTAL RELEASE MEASURES
In case of material release or spill:  Provide good ventilation.  Eliminate ignition sources.  Add sawdust or earth to spilled liquid, add water, and mix.

Waste Disposal Method:  Collect mixture into metal containers and add enough water to cover.  Consult local, state, and federal regulators before disposing into approved hazardous waste landfills.  Obey all relevant laws.

Section 7 - HANDLING AND USE INFORMATION
Ventilation:  General mechanical ventilation or local exhaust should be sufficient to keep vapor concentrations below TLV.  Ventilation equipment must be explosion proof.
Eye Protection:  Use chemical safe goggles or face shields for eye protection.  It is recommended to have eye washes and safety showers in the work place.
Respiratory Protection:  Use a NIOSH approved cartridge respirator or gas mask to keep airborne mists vapor concentrations below the time weighted threshold limit values.  When using in poorly ventilated and confined spaces, use a fresh-air supplying respirator or a self contained breathing apparatus.
Skin Protection:  Impermeable chemical gloves and aprons to prevent skin contact.
Section 8 - PHYSICAL AND CHEMICAL PROPERTIES
Form:  liquid 

Specific Gravity:  .99
Odor:  moderate, aromatic 
Flash Point:  45 Degrees Farenheit
Boiling Point:  315 Degrees Farenheit
Solubility in Water:  negligible
Evaporation Rate:  1.9

Percent Volatile by Volume:  52 %

Vapor Density:  3.2 %

Vapor Pressure:  <10

Section 9 -  STABILITY AND REACTIVITY

Hazardous Polymerization:


Will not occur.

Stability:




Stable.

Incompatibility:
Alkaline materials, strong acids, and oxidizing materials.
Hazardous Decomposition Products:  
Typical by-products of combustion.

Conditions to avoid:
Excessive heat, excessive aging, poor ventilation, and corrosive atmospheres.
Section 10 - TRANSPORT INFORMATION
Acrylate Copolymer-Polymeric Ester Solution

Class 3 Flammable Liquid

DOT Identification Number:  UN1263 Paint.  
Packaging Group III
Section 11 – SPECIAL PRECAUTIONS
Avoid hot surfaces.  Use in cool, well ventilated areas.  Keep away from open flames and excessive heat.  Keep containers closed when not in use.  Do not smoke in areas where this material is being used.
Section 12 - OTHER INFORMATION
Users should consider these data only as a supplement to other information.  Under no circumstances shall Seller be liable for incidental, consequential or indirect damages for alleged negligence, breach of warranty; no responsibility is accepted that the information is sufficient or correct in all cases.  Users should make independent determinations of suitability and completeness of information from all sources to assure proper use and disposal of these materials, the safety and health of employees and customers, and the protection of the environment.







